CONCRETE
DIAPHRAGM

*5 OR *7 BARS 1-0"
CTRS. BETWEEN GIRDERS.
SEE STD. 19.8 OR 19.20

KEYED CONST. JOINT BETWEEN

FORMED BY BEVELED 2" x 6"

GIRDERS

— BRIDGE

SEAT STEP
‘\4”&/{/

¢ oF
GIRDER

ENDS OF
GIRDERS

¥4" PREFORMED

FILLER

€ OF PER J7

FRONT FACE
OF BACKWALL

END OF
GIRDER

2" X 11" X "BW"* NON-LAMINATED
ELASTOMERIC BEARING PAD

AT PIER

ING

PLAN AT ABUTMENT

ABUTMENT: TYPE "A3" OR

A"

SEE TABLE FOR MIN. "A" VALUES
REQ'D. TO MEET MIN. CLEARANCE

CRITERIA ABOVE.

€ OF GIRDER

MASONRY PLATE (SEE STD. 27.9)

AT ABUTMENT

ABUTMENT: TYPE "Al FIXED" AND "AS5"

>* % FORM-OUT CORNER OF TOP FLANGE

ON 54W", 70", & T72W"
GIRDERS TO MEET MIN. CLEARANCE REQ'D.

PRESTRESSED

MIN. 'A'DIMENSION IN INCHES FOR A3 AND A4 ABUTMENTS
WITH STEEL BEARINGS AS SHOWN ON STD. 27.9.

SKEW GIRDER DEPTHS
ANGLE * 28" 36" 45 54" 54N 70" 72N
0-5 12" 12" 12 12" 12" 12" 12"

> 515 2" 12" 12" 12.5" 13" 13" 13"

> 15-25 12.5" 12.5" 13" 14" 15" 15" 15"

> 25-35 (14" (14" (15" 16.5" a7.5" 16.5" (17.5"
> 35-45 (15.5") as5n | A (18.5" (20" (18.5" 20"
> 45-55 ar a7 (18.5" 20" (215" 20" 215"

VALUES IN PARENTHESIS ARE CONTROLLED BY 2" CLR. CRITERIA AT EDGE OF MASONRY

PLATE. VALUES MAY BE ADJUSTED IF MASONRY PLATE IS CLIPPED PER STANDARD 27.2.

W/0 PAVING NOTCH

KEYED CONST. JOINT BETWEEN

FORMED BY BEVELED 2" x 6"

¢ PILES

BACKFACE
OF ABUTMENT

& BRG.

#5 BARS -0
CTRS. BETWEEN GIRDERS.
SEE STD. 12.1

\; /2" X 8" X "BW'* NON-LAMINATED

ELASTOMERIC BEARING PAD

¥4" PREFORMED FILLER

¢ oF
GIRDER

GIRDERS

AT ABUTMENT

¢ PILES & BRG.

1yt X BY X CBW'K + 47

TOP FLANGE

BRG. PAD

BACKFACE OF
ABUTMENT

ABUTMENT: TYPE "Al FIXED"
WITH PAVING NOTCH.

VERT. FACE ONLY
SEE STD. 12.1

AND

HAG

@ !'-6" FOR 54", 54w", 70", & T2wW"
GIRDERS WITH SKEWS >25°,

NON-LAMINATED ELASTOMERIC ——

PAVING NOTCH

€ PILES & BRC.

BACKFACE
OF ABUTMENT

END OF
GIRDER

€ PILES & BRG.

BACKFACE OF
ABUTMENT

END OF
GIRDER

¥4" CORK FILLER /

AT ABUTMENT

ABUTMENT: TYPE

"Al SEMI-EXP."

W/0 PAVING NOTCH

AT ABUTMENT

ABUTMENT: TYPE

"Al SEMI-EXP."
WITH PAVING NOTCH.

PRESTRESSED GIRDER FLANGE WIDTH TABLE
GIRDER DEPTH 28" 36" 45" 54 saw” 70" 720"
TOP FLANGE " " " " " " "

WDTH 18 12 16 20 48 30 48
BOTTOM FLANGE 18" 18~ 29 . 30+ 26" 10~
WIDTH "BW"

PAVING NOTCH

BEARING PAD DETAILS FOR
PRESTRESSED CONCRETE
GIRDERS
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